XZSX

ROTARY SEPARATOR

The Rotary Separator is mainly used for
cleaning ar grading in flour mill, feed mill,
rice mill, chemical, food and oil industry,
With different pore size of the sieve, the
rotary separator can be used for the
cleaning of different kinds of granular
material such as wheat, corn, paddy and
oil crop ete. The machine is simple in
structure, stable in operation, low in noise,
low in energy consumption, good in
airtightness, convenient in operation and
maintenance, etc. If equipped with a wind
selector, it can remove light impurities and
make the machine work under negative
pressure without dust cverflow,

GOLDEN GRAIN

info@g-grain.com
More details please visit www.g-grain.com and download
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BROKEN KERNELS, SAND, etc.)
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Connected with Aspiration channel Connected with Air-recycling separator

Capacity{wheat) | Power | Air volume{Suction channel) | Weight | Sieve size(W=L) | Outline size(LxWWxH)
Model tih w mfmin kg mm mm
XZSX-150/200 20035 4 115 2485 15002000 2551=2275=2210
XZSX-150/250 3050 4 125 2620 1500x=2500 3051%2275x2237
HZSX-200/250 4570 55 160 3250 2000%=2500 3051%2787=2237
KZSX-200/200 70110 55 170 3370 2000x=3000 3546x2787=2272
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